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Installation Instructions

IMPORTANT NOTES

1. Failure to install, finish or maintain this product in accordance with applicable building codes, regulations,

standards and James Hardie’s written application instructions may lead to personal injury, affect system
performance, violate local building codes, and void James Hardie’s product warranty.

2. All warranties, conditions, liabilities (direct, indirect or consequential) and obligations whether arising in
contract, tort or otherwise other than those specified in James Hardie’s product warranty are excluded
to the fullest extent allowed by law. For James Hardie’s product warranty information and disclaimers
about the information in this manual, see the section at the end of this manual

3. The builder must ensure the product meets aesthetic requirements before installation. James Hardie will
not be responsible for rectifying aesthetic surface variations following installation.

4. Make sure your information is up to date. When specifying or installing James Hardie® products, ensure
you have the current manual. If in doubt, or you need more information, visit www.jameshardie.com.au,

www.scyon.com.au or Ask James Hardie™ on 13 11 03.

SCYON™ LINEA™ WEATHERBOARD AND SCYON™ TRIM SIZES

COVERAGE INFORMATION

Product Length | Width | Thickness | End Effective No. of planks/ | Mass Mass Pallet weight

(mm) (mm) | (mm) details | cover (mm) | metre height kg/linm | kg/m? | (90/pack) kg
150mm Scyon 4200* | 150 16 T&G 120 8.3 2.8 23.2 820
Linea weatherboard
180mm Scyon 4200* | 180 16 T&G 150 6.7 3.4 22.7 980
Linea weatherboard
Scyon™ Axent™ Trim | 2600 84 16 Square | N/A N/A 1.6 N/A N/A
Scyon™ Axent™ Trim | 2600 | 100 16 Square | N/A N/A 1.9 N/A N/A
Scyon™ Axent™ Trim | 4200 | 45 38 Square | N/A N/A 1.7 N/A N/A
Scyon™ Axent™ Trim | 4200 | 84 38 Square | N/A N/A 3.2 N/A N/A

NOTES

1. All dimensions and masses provided are approximate only and subject to manufacturing tolerances.

Masses are based on equilibrium moisture content of product.
2. *Length is 4200mm plus 5mm for the tongue and groove (T & G) making the length 4205mm overall.
3. Refer to page 3 for details of the effective cover and lapped thickness of the cladding.

ACCESSORIES / TOOLS SUPPLIED BY JAMES HARDIE

ACCESSORIES

DESCRIPTION

ACCESSORIES

DESCRIPTION

Linea PVC starter strip

PVC starter strip used to set out bottom
edge of Scyon Linea weatherboard.

3.0m lengths

Linea aluminium internal corner mould
Anodised aluminium extrusion used to
create internal corners.

3.6m lengths

Linea 150mm corner soaker

Metal corner soaker for external corners

available in either aluminium or

stainles ssteel. Pack of 20, 170mm long.

Linea aluminium universal window adapter
Aluminium window adapter used to finish the
edge of weatherboards adjacent to windows.
3.7m lengths

Linea 180mm corner soaker

Metal corner soaker for external corners

available in either aluminium or

stainless steel. Pack of 20, 200mm long.

James Hardie joint sealant
Paintable polyurethane sealant.

Linea aluminium external slimline

boxed corner

Anodised aluminium extrusion used to

create external boxed corners.
3.6m lengths

HardiBlade® saw blade
@185 poly diamond blade, for fast, clean
cutting of Scyon Linea cladding.
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Linea PVC box corner Z flashing
PVC Z flashing used in conjunction with
Linea trim to form external corners.

2.7m lengths

HardiDrive® screw

32mm long Class 3 galvanised screw for
concealed fixing to 0.80 - 1.6mm BMT
steel framing.

COMPONENTS NOT SUPPLIED BY JAMES HARDIE
James Hardie recommends the following products for use in conjunction with its Scyon Linea weatherboard and Scyon™ Axent™ Trim.
James Hardie does not supply these products and does not provide a warranty for their use. Please contact component the
manufacturer for information on their warranties and further information on their products.

Vapour permeable membrane

Must have the following properties in

accordance with AS/NZS 4200.1:
Vapour barrier - low or medium
Water barrier - high

~~

=

Gun nails and nailers

Suitable gun nails and nailers for concealed
fixing to timber framing. Minimum nail
length of 40mm is required.

3.0mm dia drill bit
For pre-drilling where required.

40 x 2.8mm fibre cement nails
For concealed fixing Scyon Linea

weatherboard and various accessories to

timber framing as specified.
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30mm Buildex FibreTEKS®
Galvanised screw for concealed fixing to
0.55 — 0.76mm BMT steel framing.

60 x 3.15mm bullet head nails

For face fixing Scyon Linea weatherboard

to timber framing as specified.

40mm special wing screw by TRI-FIXX
For concealed fixing to 0.55 — 1.2mm BMT
steel framing.

Available in galvanised and stainless steel.

50 and 75 x 3.15mm bullet head nails
For fixing Scyon™ Axent™ Trim to timber

framing as specified.

52mm special wing screw by TRI-FIXX
For face fixing to 0.55 — 1.2mm BMT
steel framing.

Available in galvanised and stainless steel.

Vacuum extraction with HEPA filter
Used with HEPA filter and paper bag for

reduced dust exposure

Compound mitre saw

Dust reducing compound mitre saw used
with HardiBlade® saw blade.

Makita: LSO714/LS1013/LS1212

Hitachi: C10FSB/C12FSB
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WARNING

DO NOT BREATHE DUST AND CUT
ONLY IN WELL VENTILATED AREA

James Hardie products contain sand, a source of
respirable crystalline silica which is considered by
some international authorities to be a cause of
cancer from some occupational sources. Breathing
excessive amounts of respirable silica dust can also
cause a disabling and potentially fatal lung disease
called silicosis, and has been linked with other
diseases. Some studies suggest smoking may
increase these risks. During installation or handling:
(1) work in outdoor areas with ample ventilation;

(2) minimise dust when cutting by using either ‘score
and snap’ knife, fibre cement shears or, where not
feasible, use a HardiBlade® saw blade and dust
reducing circular saw attached to a HEPA vacuum;
(8) warn others in the immediate area to avoid
breathing dust; (4) wear a properly-fitted, approved
dust mask or respirator (e.g. P1 or P2) in accordance
with applicable government regulations and
manufacturer instructions to further limit respirable
silica exposures. During clean-up, use HEPA
vacuums or wet cleanup methods - never dry
sweep. For further information, refer to our installation
instructions and Material Safety Data Sheets available
at www.jameshardie.com.au. FAILURE TO ADHERE
TO OUR WARNINGS, MATERIAL SAFETY DATA
SHEETS, AND INSTALLATION INSTRUCTIONS MAY
LEAD TO SERIOUS PERSONAL INJURY OR DEATH.

JAMES HARDIE RECOMMENDED SAFE WORK-
ING PRACTICES

CUTTING OUTDOORS

1. Position cutting station so wind will blow dust away from
the user or others in working area.

2. Use a dust reducing circular saw equipped with
HardiBlade® saw blade and HEPA vacuum extraction.

DRILLING/OTHER MACHINING
When drilling or machining you should always wear a P1 or P2
dust mask and warn others in the immediate area.

IMPORTANT NOTES

1. NEVER use a power saw indoors.

2. NEVER use a circular saw blade that does not carry the
HardiBlade® logo.

3. NEVER dry sweep - Use wet suppression or HEPA vacuum.

4. NEVER use grinders.

5. ALWAYS follow tool manufacturers’ safety recommendations.

P1 or P2 respirators should be used in conjunction with

above cutting practices to further reduce dust exposures.
Additional exposure information is available at
www.jameshardie.com.au to help you determine the most
appropriate cutting method for your job requirements.

If concern still exists about exposure levels or you do not com-
ply with the above practices, you should always consult

a qualified industrial hygienist or contact James Hardie for fur-
ther information.

STORAGE AND HANDLING

To avoid damage, all James Hardie building
products should be stored with edges and corners
of the product protected from chipping. James
Hardie building products must be installed in a dry
state and protected from weather during transport
and storage. The product must be laid flat under
cover on a smooth level surface clear of the ground
to avoid exposure to water, moisture, etc.
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