





FASTENER SELECTION

PRODUCT TIMBER | STEEL JOISTS | STEEL JOISTS
JOISTS | 0.75 - 1.6MM | BETWEEN STEP 5
BMT 1.6 TO 1.9MM Install two 2mm nails
BMT as shown to act as
spacers at butt joint
2.8 x 50mm / for the next sheet.
FC nails
50mm D Head v
gun nails
No.8 x 40mm
CSK self driling v
screw
Construction

40mm v adhesive STEP 8
HardiDrive Construction Spread to form seal between sheets.
screw adhesive
40mm CSK self Ve
driling screws FIGURE 9 SEALING PANEL EDGES FIGURE 13 REMOVING EXCESS SEALANT

NOTE: All fasteners must have a Class 3 finish
minimum. Fasteners with equivalent dimensions (i.e.

head size and shape, shank diameter and length to S STEP 6
those above) are acceptable for use. *Refer to Install next sheet joining
) o e N "~ at tongue and creating
manufacturer’s specifications for suitability. % butt joint on joist as
L shown in Figure 12.

_ Remove spacing nails
\once sheet is installed.

~ ) \ STEP 9
> [« 50mm min. 3 Apply James Hardie
corner \ joint sealant to the
distance head of fasteners.

Joists at
450mm
max. centres

25mm min.
distance from

tongue and
Groove end —»| grogve FIGURE 10 JOINING 3RD PANEL FIGURE 14 SEALING OVER FASTENERS
12 in.
fasTerr?errnér(ljge T d Ei;II-tE;];ue and groove and
! P
distance ongue en butt joints with James Hardie
D joint sealant.

FIGURE 6 FASTENER LAYOUT

STEP 3
Install second sheet

FIGURE 11 SEALING THE JOINT FIGURE 15 CLEANING SURFACE

2mm gap filled and 12mm min.
spread over butt joint with edge distance
James Hardie joint sealant

Two continuous
beads of construction
adhesive

FIGURE 7 JOINING 2ND PANEL

50mm nails

STEP 4
Nail second
sheet in place.

Joist

FIGURE 12 BUTT JOINT

FIGURE 8 NAILING 2ND PANEL
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PRODUCT INFORMATION

General

Scyon™ Secura™ wet area flooring is a reengineered
concrete formulation utilising patented technology.
The basic composition is Portland cement, ground
sand, cellulose fibre, water and proprietary additives.
Scyon™ Secura™ wet area flooring is manufactured
to AS/NZS 2908.2 'Cellulose-Cement Products Part
2: Flat Sheets’.Scyon™ Secura™ wet area flooring is
classified Type B, Category 2 in accordance with
AS/NZS 2908.2.

For Material Safety Data Panels (MSDS) visit
www.jameshardie.com.au or Ask James Hardie™
on 13 11 03.

Product mass
Based on equilibrium moisture content the Scyon™
Secura™ wet area flooring is 22.5kg/m?.

Durability

Resistance to moisture/rotting

Scyon™ Secura™ wet area flooring has
demonstrated resistance to permanent moisture
induced deterioration (rotting) by passing the
following tests in accordance with AS/NZS2908.2:
= Water permeability (Clause 8.2.2)

= Warm water (Clause 8.2.4)

= Heat rain (Clause 6.5)

= Soak dry (Clause 8.2.5)

Resistance to termite attack

Based on testing completed by CSIRO Division of

Forest Products and Ensis Australia James Hardie

building products have demonstrated resistance to
termite attack.

Resistance to fire

Scyon™ Secura™ wet area flooring is suitable where
non-combustible materials are required in
accordance with C1.12 of the Building Code of

™ ™

Australia. Scyon™ Secura™ wet area flooring has the

following early fire hazard indices (tested to AS 1530

Part 3).

EARLY FIRE HAZARD INDICES

Ignition index 0
Flame spread index 0
Heat evolved index 0
Smoke developed index 0-1

NOTES: Zero is the best possible result. The range
is 0 - 10, except Ignition Index which is O - 20.

MEMBRANES AND FINISHES
For wet area applications this manual must be read
in conjunction with James Hardie’s Wet Area

Construction Design Manual which provides wet area

waterproofing requirements and details.

The waterproofing requirements of AS 3740 and the
BCA must be met. Once Scyon™ Secura™ wet area
flooring has been fixed in place, install floor tiles in
accordance with tile manufacturer’s specifications
within 3 months of installation.

Ask James Hardie™

Call 1311 03

www.jameshardie.com.au

MAINTENANCE

Regular cleaning and maintenance of the finished
surface, joints, junctions, penetrations etc must be
carried out at regular intervals. Maintain
waterproofing to meet the objectives of AS 3740
and as per the requirements of the relevant
component manufacturer.

WARRANTY

James Hardie Australia Pty Limited (“James Hardie”)
warrants to the first purchaser of the Product and
the last purchaser prior to the installation of the
Product for a period of 10 years from the date of
purchase that Scyon™ Secura™ wet area flooring
(the “Product”) will be free from defects due to
defective factory workmanship or materials and,
subject to compliance with the conditions below,
will be resistant to cracking, rotting, fire and damage
from termite attacks to the extent set out in James
Hardie’s relevant published literature current at the
time of installation. James Hardie warrants for a
period of 12 months from the date of purchase that
the accessories supplied by James Hardie will be
free from defects due to defective factory
workmanship or materials.

Nothing in this document shall exclude or modify
any legal rights a customer may have under the
Trade Practices Act or otherwise which cannot be
excluded or modified at law.

Conditions of Warranty
The warranty is strictly subject to the following
conditions:

(@) James Hardie will not be liable for breach of
warranty unless the claimant provides proof of
purchase and makes a written claim either within
30 days after the defect would have become
reasonably apparent or, if the defect was
reasonably apparent prior to installation, then the
claim must be made prior to installation;

C

this warranty is not transferable;

the Product must be installed and maintained
strictly in accordance with the relevant James
Hardie literature current at the time of installation
and must be installed in conjunction with the
components or products specified in the
literature. To obtain copies of such literature
contact Ask James Hardie™ on 13 11 083. Further,
all other products, including coating and jointing
systems, applied to or used in conjunction with
the Product must be applied or installed and
maintained strictly in accordance with the
relevant manufacturer’s instructions and good
trade practice;

©

(d) the project must be designed and constructed in
strict compliance with all relevant provisions of
the current Building Code of Australia, regulations
and standards;
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(e) the claimant’s sole remedy for breach of warranty

is (at James Hardie’s option) that James Hardie
will either supply replacement product, rectify the
affected product or pay for the cost of the
replacement or rectification of the affected
product;

() James Hardie will not be liable for any losses or

damages (whether direct or indirect) including
property damage or personal injury,
consequential loss, economic loss or loss of
profits, arising in contract or negligence or
howsoever arising. Without limiting the foregoing,
James Hardie will not be liable for any claims,
damages or defects arising from or in any way
attributable to poor workmanship, poor design or
detailing, settlement or structural movement
and/or movement of materials to which the
Product is attached, incorrect design of the
structure, acts of God including but not limited to
earthquakes, cyclones, floods or other severe
weather conditions or unusual climatic
conditions, efflorescence or performance of
paint/coatings applied to the Product, normal
wear and tear, growth of mould, mildew, fungi,
bacteria, or any organism on any Product surface
or Product (whether on the exposed or
unexposed surfaces);

(9) all warranties, conditions, liabilities and

obligations other than those specified in this
warranty are excluded to the fullest extent
allowed by law;

(h) if meeting a claim under this warranty involves

re-coating of Products, there may be slight
colour differences between the original and
replacement Products due to the effects of
weathering and variations in materials over time.

DISCLAIMER

The recommendations in James Hardie’s literature
are based on good building practice, but are not an
exhaustive statement of all relevant information and
are subject to conditions (c), (d), (f) and (g) above.
Further, as the successful performance of the
relevant system depends on numerous factors
outside the control of James Hardie (eg quality of
workmanship and design), James Hardie shall not
be liable for the recommendations in that literature
and the performance of the relevant system,
including its suitability for any purpose or ability to
satisfy the relevant provisions of the Building Code
of Australia, regulations and standards.

For more information please Ask James Hardie™
on 13 11 083 or visit www.jameshardie.com.au
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